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ELECTRICAL ABBREVIATIONS ELECTRICAL SYMBOL SCHEDULE GENERAL ELECTRICAL PLAN NOTES GENERAL POWER NOTES LOCATION
AorAMP  AMPERE SYMBOL DESCRIPTION MTG. INSTALL ELECTRICAL WORK IN ACCORDANCE WITH THE REQUIREMENTS OF THE LATEST EDITION OF THE NATIONAL ELECTRICAL CODE, STATE, A. COORDINATE LOCATION OF ELECTRICAL DEVICES SUCH AS RECEPTACLES, SWITCHES, FIRE ALARM DEVICES, ETC. WITH ARCHITECTURAL PLANS,
AB ABOVE BACKSPLASH HEIGHT COUNTY, MUNICIPAL AND FEDERAL LAWS OR ORDINANCES GOVERNING THE PROJECT. IF THE PLANS AND SPECIFICATIONS ARE IN DIRECT CONFLICT ELEVATION AND DETAILS PRIOR TO START OF WORK, REQUEST CLARIFICATIONS FROM ARCHITECT PRIOR TO INSTALLATION.
AC ABOVE COUNTER WITH SUCH CODES, LAWS OR ORDINANCES NOTIFY THE ENGINEER OF CONFLICTS IN WRITING PRIOR TO MAKING CHANGES FROM PLANS AND/OR
ﬁg QB%/I\EA/EIT'T&S%ADNFSLF%%RSW|To|-| GENERAL SPECIFICATIONS. WORK SHALL BE PERFORMED UNDER THE SUPERVISION OF A LICENSED MASTER ELECTRICIAN. B. RECEPTACLES WITHIN 6-0" OF WATER SOURCE SHALL BE A GFI RECEPTACLE.
c CONDUIT /3 DETAIL NUMBER BRANCH CIRCUIT CONDUITS, JUNCTION BOXES AND CONNECTIONS ARE NOT SHOWN. PROVIDE COMPLETE RACEWAY SYSTEM AND CONDUCTORS AS
CCTV CLOSED CIRCUIT CAMERA/TV w- REQUIRED FOR THE INDICATED CIRCUITRY. C.  DONOT INSTALL OUTLETS BACK TO BACK. PROVIDE MINIMUM 24 INCH HORIZONTAL SPACING IN FIRE RATED WALLS. MOUNT LOW VOLTAGE AND S
cU COPPER SHEET NUMBER POWER OUTLETS IN DIFFERENT STUD WALL CAVITIES. Dalkridge Cf SaakiGetl  Cidbis g
HOMERUN CIRCUITS TO BE 2#12, 1#12G, %  C TO 20A/1P CIRCUIT BREAKER IN DESIGNATED PANEL, UNLESS NOTED OTHERWISE. THE NUMBERS SHOWN e
DS DISCONNECT @ ELECTRICAL KEYED NOTE NUMBER AT EACH DEVICE/HOMERUN REPRESENT BRANCH CIRCUIT NUMBER IN PANELBOARD. D.  WHEN THE COMBINING OF CIRCUITS OR HOMERUNS IS PERMITTED ELSEWHERE IN THE DOCUMENTS, RACEWAYS SHALL BE LIMITED TO SIX CURRENT
EC ELECTRICAL CONTRACTOR CARRYING CONDUCTORS (THREE PHASE AND THREE NEUTRALS) AND GROUNDING CONDUCTOR UNLESS NOTED OTHERWISE. PROVIDE A DEDICATED 2
EMERG EMERGENCY F INDICATES ALL DEVICES UNDER ONE COVERPLATE WIRE AND RAGEWAY SIZES INDICATED ON HOMERUNS/CIRCUITS SHALL BE CONTINUOUS FOR ENTIRE LENGTH, UNLESS NOTED OTHERWISE. NEUTRAL CONDUCTOR FOR EACH SINGLE PHASE CIRCUIT UNLESS AN OVERSIZE NEUTRAL IS SPECIFICALLY INDICATED. CONDUCTORS MUST BE
EXIST EXISTING DERATED PER THE NATIONAL ELECTRICAL CODE WHEN MORE THAN THREE CURRENT CARRYING CONDUCTORS ARE RUN IN THE SAME RACEWAY.
POWER SYSTEM AMAXIMUM OF THREE CIRCUITS SHALL BE INSTALLED IN A CONDUIT.
FA FIRE ALARM . . .
FLA FULL LOAD AMP - SURFACE LIGHTING AND BRANCH CIRCUIT PANELBOARD TOP 72 PROVIDE DEDICATED NEUTRAL FOR EACH CIRCUIT. MULTIWIRE BRANCH CIRCUITS ARE NOT PERMITTED. EACH CIRCUIT SHALL HAVE A SEPARATE E. PROVIDE NYLON PULL STRING IN EMPTY CONDUIT SYSTEMS FOR USE IN INSTALLING SYSTEM WIRING
ac GENERAL CONTRACTOR W | RECESSED LIGHTING AND BRANCH GIRCUIT PANELBOARD ToP 72 NEUTRAL CONDUCTOR. NEUTRAL CONDUCTORS SHALL NOT BE SHARED. F.  COORDINATE LOCATION OF JUNCTION BOX FOR EQUIPMENT WHICH IS FURNISHED BY OWNER OR OTHERS WITH THE EQUIPMENT SUPPLIER PRIOR
gEID oG gggﬂ“g FAULT INTERRUPTER == | SURFACE DISTRIBUTION PANEL TOP 72" INSTALL WIRING (CONDUITS, ETC) CONCEALED. SURFACE WIRING SHALL ONLY BE INSTALLED ON CONCRETE BLOCK WALLS, UNLESS NOTED TO CONSTRUCTION. PROVIDE WIRING FROM JUNCTION BOX TO EQUIPMENT CONNECTION AS REQUIRED. :
my— OTHERWISE. G.  WIRING INDICATED BY CIRCUIT NUMBER SYMBOL SHALL INCLUDE A NEUTRAL WHEN THE LOAD SERVED HAS PROVISIONS FOR, OR REQUIRES A z
HP HORSEPOWER + WIRING ABOVE CEILING THAT IS NOT IN CONDUIT AND LOCATED IN AN AIR HANDLING PLENUM SHALL BE PLENUM RATED. REFER TO MECHANICAL PLANS NEUTRAL. TYPICALLY FEEDERS AND BRANCH CIRCUITS WILL REQUIRE A NEUTRAL, EXCEPT MOST MOTOR GIRCUITS.
TRANSFORMER
J-BOX JUNCTION BOX FOR PLENUM AREAS. H.  ARC-FAULT CIRCUIT PROTECTION SHALL BE INSTALLED PER NEC REQUIREMENTS.
KV KILOVOLT —¢ > | CIRCUIT BREAKER DO NOT INSTALL ELECTRICAL EQUIPMENT THAT PHYSICALLY INTERFERES WITH SERVICING OF MECHANICAL EQUIPMENT.
KVA KILOVOLT-AMPERE N TRANSFER SWITCH
KW KILOWATT ELECTRICAL CONDUITS, WIRING, BOXES, ETC. SHALL NOT PENETRATE STAIR ENCLOSURE UNLESS THEY ARE FEEDING DEVICES LOCATED WITHIN THE
MCS MOLDED CASE SWITCH —>~—T+| FUSED DISCONNECT PROVIDE ELECTRICAL OUTLET PLATE GASKET SEALS AT RECEPTACLES, SWITCHES, OTHER ELECTRICAL BOXES ON EXTERIOR WALLS AND INTERIOR e o
MECH MECHANICAL WALLS BETWEEN CONDITIONED AND UN CONDITIONED SPACES.
MTR MOTOR St Craix GCounty ., @st Croix County
MTS MANUAL TRANSFER SWITCH RACEWAY SYSTEM PROVIDE UNIVERSAL BLANK PLUGS ON SPARE CONDUITS EQUAL TO CARLON MAEPG  SERIES. persomnel = %1 Government Center
NEC NATIONAL ELECTRICAL CODE #0 CONDUCTORS LARGER THAN #12 ARE DENOTED THUS. SEAL CONDUITS AT THE LAST STRUCTURE PRIOR TO CONDUITS ENTERING A BUILDING AND WHERE CONDUITS ENTER A BUILDING WITH CARLON ~ MAT' o
NL NIGHT LIGHT OR MAQ SERIES OR EQUIVALENT DUCT PLUG FOR CONDUITS WITH WIRES AND CONDUITS AND CARLON  MAE' SERIES OR EQUIVALENT FOR SPARE 3
PNL PANEL CONDUITS. INSTALL NYLON PULL STRING AND FOOTAGE TAPE IN SPARE CONDUITS. 5
RCPT RECEPTACLE ELEC SYMBOL SCHEDULE NOTES RACEWAY AND WIRING INDICATED ON THE DRAWINGS ARE RECOMMENDATIONS FOR SPECIFIC ROUTES OR SPECIAL CONDITIONS. CONTRACTOR IS 2
RM ROOM 1. THESE SYMBOLS COMPRISE A STANDARD LIST, NOT ALL SYMBOLS RESPONSIBLE FOR ROUTING.
TEL TELEPHONE MAY APPEAR ON THESE DRAWINGS. ALTHOUGH FEEDER AND BRANCH CIRCUIT WIRE AND CONDUITS ARE NOT SPECIFICALLY SHOWN, IT IS THE INTENT OF THESE DOCUMENTS THAT A
TYP TYPICAL 5 MOUNTING HEIGHTS INDICATED ARE FOR STUD WALL COMPLETE FEEDER AND BRANCH CIRCUIT WIRING SYSTEM IS INSTALLED.
UNO UNLESS NOTED OTHERWISE ggNSTTRkJACT'gﬁNWHHEENI BHL$C_*F O;‘L?RAICSE?/?NSTR%CJE'?/P 'ES USED, INDIVIDUAL OR GENERAL PURPOSE BRANCH CIRCUIT 120 VOLT: CIRCUITS OVER 100-0  IN CONDUCTOR LENGTH SHALL BE INCREASED ONE WIRE SIZE ® G
v VOLT Ao o NS NEIGHTS TO ALIGN DEVICES OR DEVIC AND CIRCUITS OVER 1700 -0 IN CONDUCTOR LENGTH SHALL BE INCREASED TWO WIRE SIZES UNLESS NOTED OTHERWISE.
W WATT INDIVIDUAL OR GENERAL PURPOSE BRANCH CIRCUIT 277 VOLT; CIRCUITS OVER 2300  IN CONDUCTOR LENGTH SHALL BE INCREASED ONE WIRE SIZE
W/P WlETAI\_ITHERPROOF 3. I’\:"SJ%NFI 'ﬂ%gﬁ'ﬁﬁgiéfg&g I?\I%I\IICT)AE\ﬁEODFC?NEX:%C(EHAI\EEOCVTEUEEI[S\AH&EL AND CIRCUITS OVER 380-0  IN CONDUCTOR LENGTH SHALL BE INCREASED TWO WIRE SIZES UNLESS NOTED OTHERWISE.
W/0 WITHOUT ELEVATIONS OR AS NOTED SPECIFICALLY ON THE DRAWINGS
SHALL TAKE PRECEDENCE OVER MOUNTING HEIGHTS LISTED.
XFMR TRANSFORMER
4. PROVIDE TWO GANG BOX WITH SINGLE DEVICE MUD RING AND 1
1/4" CONDUIT STUBBED INTO ACCESSIBLE CEILING SPACE AS
REQUIRED FOR ROUGH-IN OF LOW VOLTAGE/TECHNOLOGY
SYSTEM OUTLET LOCATIONS.
5. REFER TO CONSTRUCTION DRAWINGS AND SCHEDULES FOR
ADDITIONAL INFORMATION.
GENERAL ELECTRICAL DEMOLITION NOTES CRITICAL PATH INSTALLATION SEQUENCE ELECTRICAL DRAWING INDEX
DRAWINGS ARE DIAGRAMMATIC ONLY AND ARE NOT INTENDED TO INDICATE ALL DEVICES OR CONDITIONS ASSOCIATED WITH DEMOLITION. IT THE UPGRADE OF THE EXISTING ELECTRICAL SYSTEM AT THE ST CROIX COUNTY GOVERNMENT CENTER IS EXPECTED TO OCCUR WITHIN AN OPERATING REV # SHEET # SHEET DESCRIPTION
gEQBLNEEFISST?SL\IEFEA(\)%EE[‘)STF&E(S;B?AI\FI)SLETIIEITT\I(_'ECE EIEECLTI_)R\l/CEELIm Sf\T(i\TLLEﬁ\\%KC)ﬁNDITIONS INVOLVED IN THE DEMOLITION AND SUBSEQUENT FACILITY AND PRESENT MINIMUM DISRUPTION TO THE DAILY OPERATION. IN ORDER FOR THIS TO OCCUR, IT IS NECESSARY TO UNDERSTAND THE A Q=L
: CONCEPTS WHICH THE DESIGN DOCUMENTS ARE BASED ON AND TO FOLLOW THOSE CONCEPTS IN THE INSTALLATION SO AS TO MINIMIZE THE
DISRUPTION. THE SEQUENCE OF WORK REQUIRED TO ACCOMPLISH THIS IS PROVIDED BELOW. THE INTENTIONS OF THIS SEQUENCE ARE THAT THEY 0 E-000 ELECTRICAL TITLE AND SYMBOLS SHEET
CIRCUIT CONTINUITY SHALL BE MAINTAINED TO ELECTRICAL LIGHTING, DEVICES, AND EQUIPMENT REMAINING IN, BUT AFFECTED BY DEMOLITION. ARE TO BE FOLLOWED DURING THE INSTALLATION AND THAT CAREFUL COORDINATION WITH THE FACILITY OWNER/MANAGER IS REQUIRED THROUGHOUT 0 E-100 GROUND FLOOR - DEMOLITION PLAN
FIELD VERIFICATION OF BRANCH CIRCUIT CONFIGURATION SHALL BE THE RESPONSIBILITY OF THE ELECTRICAL CONTRACTOR. THE PROCESS AS PER THE SPECIFICATIONS.
0 E-200.1A NEW ELECTRICAL ROOM LAYOUT - POWER PLAN
IN AREAS OF DEMOLITION, REMOVE ASSOCIATED JUNCTION BOXES, SUPPORTS, CONDUIT AND WIRING TO THE POINT OF ORIGIN FOR LIGHTING, 1. THE PROCESS MUST BEGIN WITH THE ESTABLISHMENT OF ALTERNATE POWER SOURCES FOR THE PRIMARY 208 VAC SYSTEM SUPPORTING THIS
DEVICES AND EQUIPMENT NOT BEING REUSED. FACILITY. IT WILL BE NECESSARY TO INSTALL THE CIRCUIT BREAKERS REQUIRED TO FEED THE THREE NEW TRANSFORMERS. TWO SPARES ARE 0 E-200.2 GROUND FLOOR DETENTION - EXISTING POWER PLAN
PRESENTLY INSTALLED AND SHOULD BE REPLACED. ADDITIONAL SPACE IS BELIEVED TO BE AVAILABLE ON THE BOTTOM OF THE EXISTING PANEL LLM. IT
REMOVE CONDUIT AND CONDUCTORS BACK TO THE NEAREST JUNCTION BOX FEEDING CIRCUITS BUT MAINTAIN POWER TO EQUIPMENT AND IS EXPECTED THAT A SHORT FACILITY OUTAGE WILL BE REQUIRED TO ACCOMPLISH THE INSTALLATION OF THESE CIRCUIT BREAKERS: THE OUTAGE MUST 0 E-201.1 FIRST FLOOR - EXISTING POWER PLAN
RECEPTACLES THAT WILL REMAIN AFTER DEMOLITION OR REQUIRE POWER DURING DEMOLITION AND CONSTRUCTION. BE MINIMIZED AND FULLY COORDINATED. 0 E-201 2 FIRST FLOOR MECHANICAL ROOM - POWER PLAN
DASHED ELECTRICAL DEVICES INDICATE DEVICES THAT ARE TO BE REMOVED UNLESS NOTED OTHERWISE. SOLID/BOLD ELECTRICAL DEVICES
INDICATE DEVICES THAT ARE NEW. SCREENED/LIGHT ELECTRICAL DEVICES INDICATE DEVICES THAT ARE TO REMAIN AND ARE SHOWN FOR 2. ONCE THE CIRCUIT BREAKERS ARE INSTALLED, THE NEW 208 VAC TRANSFORMERS AND DISTRIBUTION PANELS CAN BE INSTALLED IN THEIR 0 E-202 SECOND FLOOR - EXISTING POWER PLAN
REFERENCE ONLY. INDICATED LOCATION. ONCE THE TRANSFORMER AND ASSOCIATED EQUIPMENT ARE INSTALLED, THE CIRCUITRY FROM THE EXISTING 208 VAC PANEL
CAN BE INTERCEPTED, EXTENDED AND RECONNECTED TO THE NEW PANELS AS INDICATED ON THE PROJECT DRAWINGS. 0 E-500 EXISTING ELECTRICAL SINGLE LINE DIAGRAM
DEVIGES, AND EGUIPMENT PRIOR'TO FEMGYAL O WALLS AND CELINGS, FELOGATE SYSTEMS AS NDIGATED ON DRAWINGS OR AS REQUIRED FOR 0 E-501 NEW ELECTRICAL SINGLE LINE DIAGRAM
’ QU ' QU 3. ONCE THE EXISTING 208 VAC LOADS HAVE BEEN CONNECTED TO THE NEW TRANSFORMERS, THE EXISTING 208 VAC TRANSFORMER AND
INSTALLATION OF NEW WALLS OR CEILINGS. COORDINATE WITH STRUCTURAL INSTALLATION, AND OTHER TRADES. DIVISION 26 TO COORDINATE DISTRIEUTION CAN BE RELOGATED TO THE NEW LOGATION AND RECONNECTED AS INDICATED ON THE PROJECT DRAWINGS
TEMPORARY LIGHTING AND POWER FOR ELECTRICAL ITEMS IN THE VARIOUS AREAS OF CONSTRUCTION. '
ELEVATIONS ON DRAWINGS ARE APPROXIMATE ELEVATIONS. FIELD VERIFY LOCATION OF ELECTRICAL ITEMS BEFORE DEMOLITION AND 4. FOLLOWING THE COMPLETION OF THE 208 VAC SYSTEM WORK, THE AREA WILL BE AVAILABLE FOR RELOCATION OF THE EXISTING 480 VAC PANEL,
INSTALLATION OF NEW OR RELOCATED EQUIPMENT, DEVICES, LUMINAIRES, ETC. LLN. IT IS NECESSARY THAT THIS PANEL BE RELOCATED TO AN AREA WHERE IT IS SAFE TO BE INSTALLED AND THIS MUST BE ACCOMPLISHED WITH
MINIMAL DISRUPTION TO THE ONGOING OPERATION. IT IS EXPECTED THAT THE EXISTING PANEL LLN WILL NEED TO BE REPLACED WITH A NEW PANEL OF
EXISTING CONDUIT INSTALLED IN CONCRETE FLOOR OR WALLS THAT ARE NOT BEING USED IN NEW INSTALLATION SHALL HAVE CONDUIT REMOVED FORM FIT AND FUNCTION IN ORDER TO SUPPORT THE ONGOING OPERATION IN AN ACCEPTABLE MANNER.
AND HOLES FILLED AND PATCHED. DIVISION 26 TO PROVIDE PATCHING AND PAINTING IN AREAS AS REQUIRED.
FOLLOWING THE COMPLETION OF THESE CRITICAL STEPS, THE REMAINDER OF THE WORK AS DESCRIBED ON THE PROJECT DOCUMENTS CAN BE
COORDINATE THE REMOVAL OF LUMINAIRES, DEVICES, AND EQUIPMENT WITH OTHER CONTRACTORS. DIVISION 26 RESPONSIBLE FOR REMOVAL COMPLETED, COORDINATING WITH THE FACILITY OWNER/MANAGER AS NEEDED THROUGHOUT THE PROCESS. MINIMIZATION OF THE OUTAGE TIME
AND RELOCATION OF POWER, ELECTRICAL CONTROLS, AND INSTRUMENTATION WIRING OF EQUIPMENT BEING REMOVED AND/OR RELOCATED. FRAMES IS INTENDED TO PROVIDE THE SHORTEST DISRUPTION ACHIEVABLE WITHOUT INCURRING SIGNIFICANT ADDITIONAL COSTS. IN GENERAL, IT IS
COORDINATE REMOVAL AND RELOCATION OF POWER AND CONTROLS OF MECHANICAL EQUIPMENT WITH RESPECTIVE CONTRACTORS. EXPECTED THAT THESE TIME FRAMES BE NO LONGER THAN 2 HOURS; SHORTER WHENEVER POSSIBLE. IT IS ALWAYS NECESSARY TO INSURE THAT ANY
OUTAGE IS FULLY COORDINATED WITH THE FACILITY STAFF.
VERIFY EXISTING CONDITIONS BEFORE COMMENCING DEMOLITION OF AREA. ENSURE CIRCUITS REQUIRING POWER AFTER DEMOLITION 1S
COMPLETED ARE TEMPORARILY CONNECTED UNTIL PERMANENT INSTALLATION IS COMPLETED.
PROVIDE ALL ASSOCIATED PATCHING, PAINTING, CEILING REPAIR, CEILING TILE RELOCATION, ETC., AS REQUIRED FOR ANY ELECTRICAL WORK
SHOWN.
SEAL OPENINGS IN BOXES AND ENCLOSURES THAT HAVE CONDUIT REMOVED AND OPENINGS ARE NOT REUSED.
CONTACTS
ELECTRICAL ENGINEER
Karges-Faulconbridge Inc.
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GENERAL NOTES:

A. THE ELECTRICAL CONTRACTOR SHALL COORDINATE ALL POWER
OUTAGES WITH OWNER.

B. CONTRACTOR SHALL COORDINATE ALL WORK TO KEEP POWER
OUTAGES TO THE SHORTEST TIME POSSIBLE.

KEYED NOTES:

@ DISCONNECT, REMOVE AND RELOCATE EXISTING ELECTRICAL
EQUIPMENT. REFER TO 1/E-200.1A FOR NEW LOCATION.

@ DISCONNECT AND REMOVE PANELBOARD. CIRCUITS TO BE
EXTENDED FOR NEW INSTALLATION. REFER TO 1/E-200.1A FOR
NEW LOCATION.

I
I
I I
I 300 kVA |
RRM 208V TRANSFORMER
‘ SWITCHGEAR
— =~
(=N
QIO
| 208V DISCONNECT—/_ —1 @ |
I I
LLN 480V
‘ SWITCHGEAR ‘
I I
| I
I I
I I
I I
I I
I I
I I
I I
I I
T,
SN,
S MARKE. ™ 4=
5_:;‘ SVENKESON '-_’:::
—.a: E-33474-008, (=
=B ROSEVILLY o
£ ' v AN
\‘\
""H}{?Ll';_ 4
C./ / g|} ;‘, {ﬂ
I .Illll.l' :.n'
NORTH /
/7™ GROUND FLOOR - DEMOLITION PLAN @ KEVPLAN
D Eo o o CONFIDENTIAL
SHADED SECTIONS INDICATE
0 4 8 16 AREAS OF WORK UNDER THIS
CONTRACT.
Project Title: Sheet Title: Date: 03-15-16 Revision Number:
Karges-Faulconbridge,Inc. ST. CROIX COUNTY GROUND FLOOR - Drawn By:
oo e GOVERNMENT CENTER DEMOLITION PLAN CreckalE: S —
ST. PAUL, MINNESOTA 55113 roject No.: 15-282.00 eet Number:
0 04/08/2016 | MES | BID SET EZIX 52233318332 ELECTRICAL UPGRADE DWG. Scale: AS NOTED E_ 1 OO
No. Date: By Revision No. Date: By Revision © 2015 Karges Faulcontridge, I E-mail kfi@kfi-eng.com ST. CROIX, WI Sheet Size: 30x42



AutoCAD SHX Text
Engineers

AutoCAD SHX Text
Karges-Faulconbridge,Inc.


GENERAL NOTES:

A.  DRAWING SHOWN FOR REFERENCE OF EXISTING ELECTRICAL EQUIPMENT.

REFER TO E-500 AND E-501 FOR ASSOCIATED WORK.
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260 kVA UPS

PANEL P-2
JAIL UPS

9

GENERAL NOTES:

A. THE ELECTRICAL CONTRACTOR SHALL COORDINATE ALL POWER OUTAGES WITH

OWNER.

B. CONTRACTOR SHALL COORDINATE ALL WORK TO KEEP POWER OUTAGES TO
THE SHORTEST TIME POSSIBLE.

C. PROVIDE ALL CABINETS, GUTTERS, GROUND BUSES, TERMINATION KITS, ETC.,
FOR ANY RELOCATED EQUIPMENT TO PROVIDE A FULL, COMPLETELY
FUNCTIONAL ELECTRICAL SYSTEM AFTER RELOCATION.

o |
MANUAL MTS2 |
TRANSFER () |
SWITCH I ARILEXISTING KEYED NOTES:
PANEL P-1 y DISTRIBUTION @ PROVIDE A FOUR POLE DOUBLE THROW SAFETY SWITCH FOR MANUAL TRANSFER.
BOARD
@ PROVIDE A WALL MOUNTED GROUNDING BAR. FOR ADDITIONAL INFORMATION SEE NEW
SINGLE LINE 1/E-501.
MANUAL MTS-1 @ GENERATOR @ PROVIDE TWO TRANSFORMERS STACKED. MOUNT THE 75kVA TRANSFORMER ABOVE THE
TRANSFER (1) /_ CONNECTION 300kVA TRANSFORMER.
SWITCH CABINET
@ PROVIDE TWO TRANSFORMERS STACKED. MOUNT THE 75kVA TRANSFORMER ABOVE THE
PANEL P-3 112.5kVA TRANSFORMER.
@ LOCATION OF NEW 480V SWITCHBOARD. CONNECT TO EXISTING CIRCUIT.
(6) LOGATION OF RELOCATED EQUIPMENT.
MANUAL MTS-3 = T2-300A
TRANSFER @ < ENCLOSED 1200A MCS @ @ PROVIDE INTERCONNECTION FROM UPS TO FACULTY NETWORK. VERIFY NETWORK
SWITCH 0 f CIRCUIT LLN REQUIREMENTS WITH OWNER PRIOR TO PROVIDING UPS SYSTEM.
T4-400A (6) BREAKER
ENCLOSED '\@ PROVIDE WEATHERPROOF GENERATOR CONNECT.
CIRCUIT : N @ PROVIDE NEW 4' STRIP LIGHTS MATCH THE EXISTING LIGHTS IN AREA. LIGHTS SHALL BE
BREAKER f T \HOUSEKEEPING PAD |
CONTROLLED FROM NEW MANUAL SWITCH NEXT TO NEW DOOR.
T3-300A @ T2
ENCLOSED
CIRCUIT ‘ \l\\\
BREAKER NEW TRANSFORMER T2 MOUNTED
ABOVE RELOCATED TRANSFORMER
T1. PROVIDE STRUCTURALLY
NEW TRANSFORMER “EXISTING ENGINEERED RACK.
T3-MOUNTED ABOVE T1-DISCONNECT
NEW TRANSFORMER 208 V, 1200 A FUSIBLE
T4. PROVIDE DISCONNECT
STRUCTURALLY (3) 1000 A FUSES
ENGINEERED RACK. = RELOCATED
NEW TRANSFORMER T4
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/1 SECOND FLOOR - EXISTING POWER PLAN
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GENERAL NOTES:

A. DRAWING SHOWN FOR REFERENCE OF EXISTING ELECTRICAL EQUIPMENT.

REFER TO E-501 FOR ASSOCIATED WORK.

FOR REFERENCE ONLY
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/2 CONDIUT AND WIRE SCHEDULE
@ NO SCALE

GENERAL NOTES:

A. DRAWING SHOWN FOR REFERENCE OF EXISTING ELECTRICAL EQUIPMENT.

REFER TO E-501 FOR ASSOCIATED WORK.
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